














SALIENT FEATURE

SALIENT FEATURES :
Only plant in Indonesia with advanced rolling thickness up to 0.16 mm and
Hydrogen based annealing facilities,, srare-of-ihe-art skin pass m31 with
sophisticated controls, wet skin passing features, inline stretch levelling and 
electrosatic oiling facility to ensure superior quality sort products for niche
markets. And also, the only plant with advanced electric discharge texturing 
machine to ensure good uniforminity of surface roughness quality of products.

The only Galvanizing line in Indonesia with unique features like NOF furnace, 
online Skin pass mill & tension levelling, chromating equipment, online coating 
thickness gauge, and complete level II automation system to ensure uniform
product quality.

Integrated Service Center win special slitting and or shearing size (narrow and 
wider width/ienght} and on-line tension-levelling. The service center criers to
meet tailor make requirements of end customer.
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SERVICE CENTER
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Designed to slit coils and supply customized width of a given thickness to customer in coil / cut
sheet form.

Product   Thickness (mm)      : 1.80-6.00
  Width (mm)      : 50 - 2000
  Coil ID (mm)      : 460 - 810
  Coil OD (mm)      : 2000 (max)
  Coil weight (MT)      : 25 (max)

COIL CENTER

EQUIPMENT SPECIFICATION

HOT ROLLED COIL SLITTER :

In Cold Rolled slitter, coils are slitted by length and side trims are removed to obtain a uniform width
throughout the coil, as per customer requirement.

Product   Thickness (mm)      : 0.30 - 3.20
  Width (mm)      : 20 - 1380
  Coil ID (mm)      : 508 / 610
  Coil OD (mm)      : 1000 - 2000
  Coil weight (MT)        : 25 (max)

COLD ROLLED SLITTER :

Rotary and Mini are process center for slitter coils sheared to desired length as per customer
requirement.

CUT TO LENGTH LINE :

Product

CTL - Rotary CTL - Mini

Thickness (mm)
Width (mm)
Length (mm)
Packet weight (MT)

: 0.30 - 3.20
: 600 - 1380
: 400 - 6000
: 1.50 - 5.00

0.30 - 3.20
100 - 750
200 - 4000
1.50 - 5.00


